Keiser Infinity Series
Equipment Specifications

Performance Zone
Height - 88
Width - 108
Length - 66* Seat Up
- 72 Seat Down
Weight - 700 Ibs.
Resistance Range - 0 to 80 Ibs. per column
Cable Length - 108

Performance Trainer

Height - 87”

Width - 24” (Unit only with display)
Width - 60”” (Unit with wall mount kit)
Operating Width - 216 (180 degrees)
Length - 12* (from wall to pulley)
Weight - 120 Ibs.

Resistance Range - 0 to 80 Ibs.

Cable Length - 108

Functional Trainer
Height - 62”” (Arms down)
Height - 93”” (Arms up)
Width - 66 (Base width)
Width - 105”(Arms at horizontal position)
Length - 45*
Weight - 300 Ibs.
Resistance Range - 0 to 53 Ibs. per arm
Cable Length - 144> (Unilaterally)
- 727 (Bilaterally)

Triple Trainer
Height - 58”” (Arms down)
Height - 91”” (Arms up)
Width - 57”” (From center to end of arms)
Width - 104””(Arms at horizontal position)
Length - 57*
Weight - 400 Ibs.
Resistance Range - 0 to 53 Ibs. per arm
Cable Length - 144> (Unilaterally)

- 727 (Bilaterally)
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